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BUTTONS AND INDICATORS 

 

 

 

 

 

 

 

AMBER ς SATELLITE RECEIVER 

RED ς BATTTERY STATUS 

(THIS BUTTON IS NOT IN USE) 

 

(THIS BUTTON IS NOT IN USE) 

 

(THIS BUTTON IS NOT IN USE) 

 (THIS BUTTON IS NOT IN USE) 

 

AMBER ς  POWER INDICATOR 

AMBER ς  CALL INDICATOR 

(THIS BUTTON IS NOT IN USE) 

(THIS HEADSET JACK IS NOT IN USE) 

 (THIS MINI USB DATA PORT IS FOR CHARGING 

THE STANDARD INTERNAL BATTERY) 

 

THIS UNIT IS FULLY MOTION CONTROLLED 

THERE IS NO PHYSICAL POWER SWITCH DESIGNED ON UNIT 
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LED INDICATORS 

 

     

Hibernate 

(sleeping) 
N/A OFF OFF 

Low Battery less than 20% 
Slow Blink 250mS/10 Sec. 
 
Low Battery less than 5% 
turns OFF. 

Active 

(awake) 
N/A Slow blink 500mS/10 Sec 

Blink when satellite is 
captured 500mS/2 Sec 

Low Battery less than 20% 
Slow Blink 250mS/10 Sec. 
 
Low Battery 5% or less, or 
turns OFF 

 

THIS UNIT AUTOMATICALLY SHUT DOWN WHEN BATTERY LEVEL DROPS TO 5% 

 

 

 

 

 

 

BAT  GPS  ON CALL 
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CONNECTING EXTENDED BATTERY 

 

 

Unit adaptor for Ext. Battery  

This adaptor connects extended 

battery to unit battery cartridge 

REMOVE this red label protector.  

SLIDE IN adaptor this side in first.  

This adaptor built in with: 

Charger connector 

Battery connector 

Battery protection and charging 

control circuits.  

1 

2 
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WARNING: 

Satellite antenna is located inside 

front of unit. Facing down against 

battery may seriously block signal 

reception causing intermittent 

working or completely stop 

working. 

TRACKER FACING UP! 

Close & Lock up Cover 

Lock the lid securely! 

3 

4 
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CHARGING EXTENDED BATTERY (External) 

 

 

USE 

ORIGNAL 

CHARGER 

ONLY! 

Pulling up this edge to pop up 

and remove adaptor from unit 

 

1 

2 

DO NOT disconnect 

this RED/BLACK cable 

and leave it plugged 

in all the time 
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Charging Indicator LED 

RED ς ŎƘŀǊƎƛƴƎ ƛƴ ǇǊƻƎǊŜǎǎΧ 

GREEN ς charging completed. 

Charging may take 1 - 10 hours 

depending on existing battery level 

Plug in Charger 

plug to here 

DO NOT disconnect 

this RED/BLACK cable 

and leave it plugged 

in all the time 

 

Take adaptor out of unit during 

charging. Otherwise, unit will 

remain active and seriously slow 

down charging progress. 

Take Out Adaptor while Charging! 

3 

4 
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CHARGING STANDARD BATTERY (Internal) 

 

 

                               

 

 

 

 

 

 

 

Plug into a computer USB 

port, or an USB type AC 

charger.  

Charging time is about 4-5 

hours. 

Note: unit remains on and 

working while plugged in and 

charging. Motion control does 

NOT work when charged via 

USB cable. 

Standard USB plug one side 
Mini USB plug the other side 

 

The internal STANDARD 

BATTERY (3.7 V 1340 mAh) 

can be charged via a universal 

άUSB-to-Mini USB cableέΦ  

This cable is available in most 

of computer stores or 

electronic stores 
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How Long This Extended Battery Will Last? 

¶ This unit is fully motion controlled. Battery operation hour totally depends on usage time, which 

usually means hours maintained in motions. It can not be strictly counted by number of days. 

¶ When fully charged, Extended Battery is capable for 15,000-20,000 times of reading.  

¶ Actual operation hour may be roughly calculated based on your Active Tracking Interval setting.  

¶ UNIT SHUTS DOWN AUTOMATICALLY WHEN BATTERY LEVEL DROPS BELOW 5% 

¶ Battery performs the best capacity when operation temperature is 40 F° - 80 F°. Full charge capacity 

may become less when operation temperature is below 40 F° or over 80 F°. 

¶ When battery is aged over 1-year or over 300 times of charging, capacity and total operation hour 

may decrease even when fully charged. This is normal life cycle of Li material rechargeable battery. 

 

 

 

 

 

 

 

 

 

 

PRODUCT WARRANTY 

Enfora Mini MT carries One-Year (1 year) limited manufacturer warranty since the date of purchase. 

ENFORA Extended Battery carries Six-month (6 months) limited manufacturer warranty since date of 

purchase. 

Contact your dealer or Ecceed.com Technical Support for more warranty information. 

 

TECHNICAL SUPPORT 

{hbL¸! ¢9/Ibh[hDL9{ Lb¢Ω[Σ Lb/Φ 

Email: support@ecceed3.com  

Phone: +1.408.988.7719 [Monday-Friday 10AM-7PM Pacific Time (PDT)] 

Mailing Address:  3130 DE LA CRUZ BLVD, #101, SANTA CLARA, CA 95054, U.S.A. 

Tips to Maintain Best Battery Capacity 

¶ Charge battery when ƛǘΩs nearly empty 

¶ Avoid over discharge (overuse) 

This battery has a total life of 300-500 Charging 

Cycles. So, the less times you charge, the longer 

battery will last! 

Always use correct charger from your supplier.  

 

mailto:support@ecceed3.com


 

  Page 
10 

 

  

10 Enfora Mini MT User Manual 

 

Specifications 

 

System Requirements  Application Interface  

Interface: USB  

L x W x H: 100.33 x 58.92 x 25.4 mm  

Housing: Polycarbonate  

Weight: 136 g  

TX Power: Class 4  

(2W @850/ 900 MHz)  

Class 1  

(1W @1800/1900 MHz)  

Å Host Protocols: AT Commands, UDP/API, CMUX  

ω LƴǘŜǊƴŀƭ tǊƻǘƻŎƻƭǎΥ tttΣ ¦5tκ!tLΣ ¦5tκt!5Σ /a¦·Σ ¢/tκt!5  

ω !tL /ƻƴǘǊƻƭκ{ǘŀǘǳǎΥ !¢  

ω wŜŀƭ-Time-Clock (RTC), Event Engine Scriptable, Friends IP, Wake-Up and 

Keep Alive, Auto-Activate  

ω hǾŜǊ ǘƘŜ ŀƛǊ ŎƻƳƳŀƴŘǎ ŦƻǊΥ  

- GPS TX Interval - GPS Content  

- Binary Reporting - Event Reporting  

- Timed Reporting - Distance Reporting  

- Geo-Fencing  

 

Special Features  

- Motion Sensor  

- Vibrating Alert  

Band Operation  SIM Card / Interface / I/O  

850 / 900 / 1800 / 1900 MHz bands  Å Internal 3V SIM accessed via battery compartment  

ω aƛƴƛ ¦{. ƧŀŎƪ ŦƻǊ ǇƻǿŜǊ ŀƴŘ ǇǊƻƎǊŀƳƳƛƴƎ  

ω ±ŜƘƛŎƭŜ ǇƻǿŜǊ ŀŘŀǇǘŜǊ όƻǇǘƛƻƴŀƭύ  

ω нΦр ƳƳ ƘŜŀŘǎŜǘ ƧŀŎƪ  

GPRS Packet Data  Environment  

Mode: Class B, Multislot 10 Certified  

Protocol: GPRS Release 97, SMG 31  

Coding Schemes: CS1 ς CS4  

Packet Channel: PBCCH/PCCCH  

Operating: -20°C to +60°C  

Storage: -40°C to +85°C  

Humidity: Up to 95% non-condensing  

GSM Functionality  GPS/A-GPS Functionality  

CS Data: Asynchronous, transparent and non transparent up to 9.6 KB  

GSM SMS: PDU, MO/MT Cell broadcast  

Å !ǳǘƻƴƻƳƻǳǎ ŀƴŘ ά9ƴƘŀƴŎŜŘέ !ǳǘƻƴƻƳƻǳǎ  

ω Dt{ ƻǇŜǊŀǘƛƻƴǎ ǿκ ƻǇǘƛƻƴŀƭ aǳƭǘƛ-day ephemeris service  

ω ¢ǊŀŎƪƛƴƎ ǳǇ ǘƻ мп ǎŀǘŜƭƭƛǘŜǎ  

ω оDtt !-GPS standards compliant  

ω {ǳǇǇƻǊǘŜŘ tǊƻǘƻŎƻƭǎ  

- Secure User Plane Location (SUPL)  

- NMEA  

ω ¢ƛƳŜ ǘƻ CƛǊǎǘ CƛȄ ό/ƻƭŘ {ǘŀǊǘύΥ  

- 70 sec @ 10 m avg.  

ω м IȊ Navigation Fixes  

 

Certifications  Power  

FCC: Parts 2,15,22, & 24  

GCF: Version 3.21.1  

PTCRB: Version 3.7.1  

CE Mark  

Industry Canada (CSA0  

RoHS Compliant  

Rechargeable Lithium Ion Battery:  

Standard 1340mAh  

D{a ƘƛōŜǊƴŀǘŜ млл˃!  

GSM 1TX/1RX (Avg) 150mA  

GSM1RX (Avg) 75mA  
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Regulatory Compliance 

 

FCC  

The modem was tested and certified to meet FCC Parts 15 in a stand-alone configuration, which demonstrated that the GSM2000 Mini-MT 

complies with Part 15 emission limits. FCC Part 22 & Part 24 is covered by the Enfora Enabler-IIG "modular approval" process for a transmitter. 

This approach, described by FCC Public Notice DA 00-131407 released June 26, 2000, is intended to afford relief to equipment manufacturers by 

eliminating the requirement for obtaining a new equipment authorization for the same transmitter when installed in a new device.  

In order to use the GSM2000 MINIMT without additional FCC certification approvals, the installation must meet the following conditions:  

For the transmitter to meet the MPE categorical exclusion requirements of 2.1091, the ERP must be less than 1.5 watts for personnel 

separation distance of at least 20 cm (7.9 in). Therefore, the maximum antenna gain cannot exceed +3.3dBi. If greater than 1.5 watts exists, 

then additional testing and FCC approval is required.  

 

R&TTE -  

The GSM2228 Mini-MT modem has been fully tested and complies with all the requirements of EN301 489-1, EN301 489-7 and EN60950-

1:2001. Compliance to EN301 511 has been demonstrated by testing on both the GSM2000 and the integrated GSM0108 module.  

 

Disclaimer  

The information and instructions contained within this publication comply with all FCC, GCF, PTCRB, R&TTE, IMEI and other applicable codes 

that are in effect at the time of publication. Enfora disclaims all responsibility for any act or omissions, or for breach of law, code or regulation, 

including local or state codes, performed by a third party.  

Enfora strongly recommends that all installations, hookups, transmissions, etc., be performed by persons who are experienced in the fields of 

radio frequency technologies. Enfora acknowledges that the installation, setup and transmission guidelines contained within this publication 

are guidelines, and that each installation may have variables outside of the guidelines contained herein. Said variables must be taken into 

consideration when installing or using the product, and Enfora shall not be responsible for installations or transmissions that fall outside of the 

parameters set forth in this publication.  

Enfora shall not be liable for consequential or incidental damages, injury to any person or property, anticipated or lost profits, loss of time, or 

other losses incurred by Customer or any third party in connection with the installation of the Products or Customer's failure to comply with the 

information and instructions contained herein. 
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USER LOGIN 

 

1. Computer based browser:  

¶ Microsoft IE 6.0 or above (IE 8 not recommended) 

¶ Mozilla Firefox 3.0 or above (RECOMMENDED), downloadable at www.mozilla.com  

¶ Google Chrome, Apple Mac Safari, Opera are tested to be supported but may depending on versions. 

Note: When viewed by incompatible browsers, map may or may not be displayed properly. 

2. Tested compatible handheld browsers:  

¶ Apple iPhone (fully compatible). 

¶ Skyfire for Windows Mobile handheld. Downloadable from: www.skyfire.com  

3. Known incompatible browsers, or with issues displaying map:  

¶ AOL computer based 

¶ BlackBerry handheld 

 

4. Visiting service website: www.ecceed3.com and sign in with assigned username/password 

 

 

 

 

Sign in here - Username and 

password are CASE SENSITIVE. 

http://www.mozilla.com/
http://www.skyfire.com/
http://www.ecceed3.com/



